MR1000

Progettato appositamente per chi necessita delle a 5
migliori prestazioni e di un‘elevata potenza su 4 canali p o 2 4
in modo che il fader possa essere controllato dalla fMmoringe

sorgente.

Caratteristiche Tecniche
» Potenza Max (2 Ohm) 250W x 4
» Potenza RMS (4 Ohm) 100W x 4
* Potenza a ponte (4 Ohm) 500W x 2
» Rapporto sn 102dB
* Distorsione THD 0,01%
e Dimensioni 324 x 213 x 57 mm
* Controllo remoto subwoofer in dotazione
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Dotazioni

» Controllo remoto subwoofer

e Cavo controllo remoto 6Mt
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Boss Marine MR1000, Amplificatore 250W x 4 448,00 €

Prezzi suggeriti al Pubblico IVA inclusa 23/01/2026 www.marinepanservice.com/prodotti/mr1000


https://www.marinepanservice.com/glossario/fader
https://www.marinepanservice.com/glossario/rms
https://www.marinepanservice.com/glossario/subwoofer
https://www.marinepanservice.com/glossario/subwoofer
https://www.marinepanservice.com/prodotti/mr1000
https://www.marinepanservice.com/prodotti/mr1000
https://www.marinepanservice.com
https://www.marinepanservice.com/prodotti/mr1000#tab-immagini&cb
https://www.marinepanservice.com/brand/boss-marine

